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COMPLETEPRODUCTCATALDOG

LD7N 7 MoTorizeEp ToucH ScREEN TFT/LCD MaNITOR WITH DVD/CD/MP3/AM/FM PLAYER

«  AM/FM-MPX 2 Band Radio » ESP (Electronic Shock Protection)

*  PLL Synthesizer Tuner *  Anti-Shock Mechanism

* Auto Store/Preset Scan * LO/DX & St/Mo Selector

» 30 Station Memory * Repeat/Intro/Random

* Touch Screen Control Operation *  Clock Function & Mute Control

*  Full Motorized Screen Telescopes Out And Up *  PresetEQ

* Flip Down Detachable Front Panel * AV Input & A/V Output/RCA Line Out

+ LCD Digital Display + Rear Camera Output "':” or

» On Screen Display Title, Time, Chapter, » Parking Video Input - &N
Subtitle & Angle * 11 Kinds Of Background Color l”’”

» Treble/Bass/Balance/Fader/Encoder Volume * SD/MMC Card Slot W/USB Connector

*  PAL/NTSC Color System *  RDS-Eon

* Relolution:1440x234 Pixels * ISO Connector

* Brightness: 400 Nits » USAJ/Europe Frequency Switch

* Last Position Memory * 4 x80 Watts / 320 Watts Maximum Power Output

*  Full Function Remote Control

LDD72 7 TFT DousLE DIN CD/CDR/CDRW/MP3 COMPATIBLE WITH USB PORT & SD READER

* Double DIN Mounting DVD Player * Repeat/Intro/Random
e 7" TFT CD/CDR/CDRW/MP3 Compatible *  Clock Function & Mute Control
with USB Port & SD reader * RCALine Out
*  AM/FM-MPX PLL Tuning Radio *  A/V Input & A/V Output
*  Full Function Remote Control * Rear Camera Output
* Dual ZOne Function * Auto Memory Store/ Preset Scan
* ISO Connector * 30 Preset Stations (18FM/ 12AM)
»  Support Outer USB Playback * On Screen Display
* PLL Synthesizer Tuner *  Multi System (NTSC/PAL Selectable)
* Touch Screen Control Operation » On Screen Display Title, Time, Chapter,
» Treble/Bass/Balance/Fader/Encoder Volume Subtitle & Angle
* Relolution:1440x234 Pixels » Last Position Memory
*  Brightness: 400 Nits *  USAJ/Europe Frequency Switch “':” or
» ESP (Electronic Shock Protection) * 4 x80 Watts / 320 Watts Maximum Power Output l”"ﬂ
* Anti-Shock Mechanism » Dimensions: 7.24”W X 2.13"H X 6.69"D

LD58MT 5.5” TFT ToucH SCREEN MOTORIZED PANEL DVD/VCD/CD/MP3/CD-R/USB/SD
CARD/AM/FM w/ RAzZOR SOFT ToucH BUuTToONS WITH TV TUNER

LD59MU 5.5” TFT MoToRIZED ToucH SCREEN MONITOR AM/FM RADIO

CD/VCD/MP3/DVD/USB/SD READER W/DETACHABLE FACE

» 5 Position Electronic Adjustable Panel *  AUX Input at Front Panel

+ 16: 9 Wide Screen * Razor Soft Touch Buttons

*  Full Functions OSD Touch Screen *  A/V Input Video Output e

» High Resolution High Definition Picture * Razor Front Panel with Back-Lit EL Sheet # i o
+ DVD/SVCD/VCD/CD/CDR/CDR/RW Player For Night Viewing U

*  Built-In ESP (Electronic Shock Protection) *  Full Functions Remote Control @i

* Auto Loading DVD from Any Mode * 4 Channel High Power Output . e g

+ Play/ Pause/ RPT/ RDM/Next/ Previous/ Zoom Functions « Digital Audio Control fag 6
* Last Position Memory » Front/ Rear Subwoofer Pre-Amp Output %009
* 4 x80W/ 320Watts Maximun Power » Rear View Camera Input with Reverse g 000
*  MP3/ MPEG4/ JPEQ/ AV1/ WAV Reader « Gear Sensor w.? e

*  AM/FM MPX PLL Digital Tuner *  Plug-In Hardness =

+ 30 Preset Memory Radio Stations * Auto Antenna Amplifier Activator

* APS (Auto Preset Station Search) + Actual Visual LCD Display: 5.5

* RDS (Radio Data System) *  With Clock Function

* USB Port SD Card Slot + Dimensions: 13.7"W x 12.5"H x 3.5"D

LD31MU 3” TFT DVD/VCD/MP4/MP3/MP4/CD/CD-RW COMPATIBLE & USB PORT

*  DVD/VCD/MP4/MP3/mp5/mp4/CD/CD-RW *  PresetEQ
Compatible & USB Port *  ST/MO Selection
*  AM/FM-MPX2 PLL Tuning Radio *  Mute/Clock/ESP Function
*  PLL Synthesizer Tuner *  AV/Output :
*  Front Aux Input for alternate audio Sources * AV Inputs g;
* 24 Station Memories *  Subwoofer Control .
* LO/DX Selection * Volume/Bass/Treble/Balance/Fader (.'fe
* PAL/NTSC Color System * Auto Power On SE’E 2
* Fold Down Detachable Front panel *  Remote Control Sece
* Anti-Shock Mechanism * RCA Output
» 3" Digital TFT-LCD Display » USB/SD Card Slot
* On Screen Digital Time/Title/Chapter Display » Standard DIN Size “F” or".

Subtitle Angle Function * 4 x80 Watts / 320 Watts Maximum Power Output
Repeat/Intro/Random Function l”’”

MNOBIL.E VIDEDS
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LD47MU 4.7 TFT MoNITOR AM/FM RADIo CD/VED/MP3/DVD PLAYER
USB PorRT W/DETACHABLE FACE

DVD/ VCD/ MP3/ CD/ CD-R/ CD-RW Compatible * 4.7 Digital TFT Monitor

Slid Down Detachable Front Panel «  With Touch Screen

Direct Connection of Alternate Audio « 4 x 80 Watts w/ Fan
Source Through Aux Line »  SUB-Woofer

Input Jack (MP3/ DVD/ CD) «  Remote Control

30 Station Preset Memory + USB/ MPEG4

On Screen Display Title/ Time/ Chapter/ Subtitle Angle + iPod Ready/ Input Wire

Treble/ Bass/ Balance/ Fader/ Encoder Volume
*  AM/ FM-MPX 2 Band Radio

L7HM 7 TFT-LCD HEADREST MONITOR WITH HEADREST SHROUD
& UNIVERSAL STAND

* Hi-Res 7" TFT-LCD Monitor 12V Power System

*  Front A/V Input * Universal Mounting Stand

* Front Headphone Jack * Headrest Mounting Shroud

» Aspect Ratio 16:9 * PAL/NTSC Auto Select

» Display Format: 1440 x 234 * 3 AN Inputs

*  Wireless Remote Control +  Built-in Dual Channel IR Transmitter
* On Screen Display + Dimensions: 7.7" x 5" x 1"

* Viewing Angle: 50/70/70/70

*  Auto Picture Inverting

LMR10.1 HicH REsoLuTION TFT ROOF MOUNT MONITOR
W/ IR TRANSMITTER & WIRELESS REMOTE CONTROL

» TFT Wide Screen Monitor *  One Audio Input & One Audio Output

+ Dual Dome Light Universal + English OSD Menu

* Roof Mount Console *  Full Function Wireless Remote Control

*  PAL NTSC Multi-System *  Built-In IR Transmitter for Wireless IR Headphones
* 45° Swivel Screen * Power Input: DC12V

* High Resolution 800 x 600

*  Two Video Inputs

LMR1344 13” TFT LCD RoOooF MOUNT MONITOR W/IR TRANSMITTER
& SWIVEL

* 13 Inch Roof Mount TFT LCD Color Monitor » IR Output for Use with IR Headphone
*  NTSC/PAL Multi-System e Swivel Monitor

» Display: TFT Active Matrix System « OSD Menu

* High Resolution * Power Input: DC 12V

* Dual Dome Lights * Dimensions: 12.67" x 10.82” x 1.18”
* Two Video inputs

*  Wireless Remote Control

LMR14.1 HiGH REsoLuTioN TFT ROoF MOouNT MONITOR
W/ IR TRANSMITTER
* TFT Wide Screen Monitor *  Two Audio Inputs
» Dual Dome Light Universal » English OSD Menu
* Roof Mount Console *  Full Function Wireless Remote Control
*  PAL NTSC Multi-System *  Built-In IR Transmitter for Wireless IR Transmitter
* 45° Swivel Screen * Power Inout: DC 12V
* High Resolution 800 x 600 + Dimensions: 11.6” x 11.8" x 1.57”

*  Two Video Inputs
“':” or‘..
LI

LMR15.1 HicH REsoLuTioN TFT ROOF MOUNT MaONITOR
w/ IR TRANSMITTER & WIRELESS REMOTE CONTROL

— * TFT Wide Screen Monitor *  One Audio Input & One Audio Output
» Dual Dome Light Universal » English OSD Menu
* Roof Mount Console »  Full Function Wireless Remote Control
*  PAL NTSC Multi-System *  Built-In IR Transmitter for Wireless IR Headphones
+ 45" Swivel Screen »  Power Input: DC12V

High Resolution 800 x 600 * Dimensions: 13.5” x 11.7" x 1.25"
Two Video Inputs

MNOBIL.E VIDEDS
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LCD17A AM/FM-MPX AuTo LOADING CD PLAYER W/ DETACHABLE FACE

*+  AM/FM-MPX Radio * LO/DX Control

*  Full Detachable System *  AUX Input

* Auto Loading CD Player * Fader Control

» LCD Digital Display * Loudness/ Mute Control

*  Tuning Control » Treble/ Bass/ Balance Control

* Repeat/Intro/Random * 200 Watts Total Output (4 x 50 W)

* Preset EQ (POP/ROCK/CLASSIC/FLAT)

LCD15DX AM/FM-MPX CD PLAYER W/DETACHABLE FACE

*«  AM/FM-MPX Band Radio * Large LCD Display

* Auto Loading CD Mechanism *  Fully Detachable

» Clock Function * RCALine Out Jack

* Loudness Control *  Tuning Control

* LO/DX Control *  Full Stereo System

*  Full Night lllumination + Balance Control

* Fader Control * 4 x40W /160 Watts Max Power

LCD30D AM/FM ANALOG DISPLAY RECEIVER AUTO LOADING CD PLAYER W/DETACHABLE FACE

*+  AM/FM 2 Band Radio *  Fwd/Back/Rpt Function

* Auto Loading CD Player *  Mute Function

* Analog CFG Pointer Display w/ LED Counter Display » Band/Loc Function

» Detachable Front Panel * RCALine Out

* Rotary Tuning Control » Installation Hardware Instructions Included

+  Electronic Volume Control « 4 x50W /200 Watts Max Power D €D € & @& @

LCD31D AM/FM LCD DISPLAY RECEIVER AUTO LOADING CD PLAYER W/DETACHABLE FACE

*+ AM/FM 2 Band Radio *  Fwd/Back/Rpt Function

* Auto Loading CD Player *  Mute Function

+ LCD Digital Display w/ LED Counter Display + Band/Loc Function

+ Detachable Front Panel * RCALine Out

* Rotary Tuning Control + Installation Hardware Instructions Included
»  Electronic Volume Control * 4 x50W /200 Watts Max Power

LR192 AM/FM RECEIVER WITH MP3/USB/SD/AuX IN PLAYER

* Manual Tuning AM/ FM Radio * SD Card Reader
» Electronic Volume Control * USB Connection
» LCD Digital Display *  Front AUX Input
» Digital Clock Display * 4 x50W /200 Watts Max Power

* Treble/ Bass/ Balance Adjustment & Loudness

LEQ@4 7 BAND ULTRA COMPACT 120 WATT EQUALIZER AMPLIFIER

* 7 band Graphic Equalizer *  Dual Multi-Color LED Power Meter Display
+ 12 dB Boost Cut * Fader Controls

*  Power On/Off Defeat w/LED Indicator * Input Impedance: 47 Ohms

* 2 Channel High Power Amplification * Frequency Response: 30Hz-30kHz

* 2 or 4 Speaker Hook Up + Dimensions: 4 4/5"W x 4 3/4"D x 1"H

e 200 Watts RMS 2 x 100 Watts

LEQ6P 6 CHANNEL PARAMETRIC EQUALIZER W/SUBWOOFER CONTROL

* Half Din Size * Rotary Faders

* Input Gain Adjustment *  Sub Output Volume Control

*  3.5mm DVD Input * 4 Band Parametric Equalizer

*  DVD/AUX Input Selector * Bi-Color Light lllumination w/Selector
Sub Crossover Frequency 30-250 Hz Variable + Dimensions: 7"W x 4.45" D x 1"H

MNMOBILEVIDED ANDCDPLAYERS
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* 7 Band Graphic Equalizer
* Rotary Subwoofer Boost Control w/ Active
‘;;\{35\‘5.&-‘-“'“”‘“‘ Electronic Adjustable Crossover

» Fader ControlsFull Night lllumination

* Compact 1/2 Din Chassis Size

*  Front Panel CD Input Jack

* 2 RCAInput Jacks

* 6 RCA Signal Output Jacks (2 Front/2Rear/2
Subwoofer)

* 10 band Graphic Equalizer

* Rotary Subwoofer Boost Control
w/ Active Electronic Adjustable Crossover

* Rotary Fader Control

*  Full Night lllumination

* Compact 1/2 Din Chassis Size

*  Front Panel CD Input Jack

* 2 RCAInput Jacks

+ 6 RCA Signal Output Jacks (2 Front/2Rear
2 Subwoofer)

AR 0, o .
e NN
i N i

,‘4\;( .

+ 12 band Graphic Equalizer
+ Separate Front Rear Equalization Settings
+ 5 Band Front Equalizer Settings
+ 7 Band Rear Equalizer Settings
* Fader Slide Sub-Woofer Boost Control
w/ Active Electronic Adjustable Crossover
* Fader Slide Control
* Compact 1/2 Din Chassis Size
*  Front Panel CD Input Jack
* 6 RCA Signal Output Ports (2 Front/2Rear/
2 Subwoofer)

Mt . LXR1

| Adjustable Crossover Frequencies of 50,90 &

[ é ' 180Hz Let You Fine Tune Your System

I e + Crossover Slope: 12dB/Octave

[] + Selectable 45/80/120Hz Subwoofer Bass Boost
+ 1 Pair of RCA Output Jacks
+ 1 Pair of RCA Input Jacks & 2 Pair of Aux Inputs

* Compact Half DIN Size
* Mounts in or under Dash
* 6 Channel RCA Output (Sub,Mid,High)
* 2 Channel RCA Input Jacks
» Infinitely Adjustable Crossover Points
Sub: 32- 400Hz, Mid: 32-400Hz, High: 640-8000Hz
* Impedance Output Gain Control per Band (3)
Subwoofer Phase Shift Adjustment

LEQ8 7 BAND PRE-AMP EQUALIZER W/SUBWOOFER BoosT CONTROL

Electronic Crossover Adjustable to 80, 120
or 160 Hz @ 12dB

Full Octave Frequency Controls

12db Boost at: 60, 150, 400, 1K, 2.4K,

6K and 15KHz

Remote Start Output for Amp Activation
Frequency Response: 20Hz-20kHz

S/N Ratio: >90dB (A-Weighted)
Dimensions: 7'w x 6"D x 1"H

LEQ 10A 10 BAND PRE-AMP EQUALIZER W/SUBWOOFER BoosT CONTROL

Electronic Crossover Adjustable to 80, 120

or 160 Hz @ 12dB

Full Octave Frequency Controls

10db Boost at: 30,60,120,250,500,1K, 2K,4K,

8K and 16k Hz

Remote Start Output for Amp Activation

Frequency Response: 20Hz-20kHz

S/N Ratio: >90dB (A-Weighted)

Dimensions: 7"w x 6”D x 1"H

Available In Simulated Wood Grain finish (LEQ10W)

LEQ12A 12 BAND PRE-AMP EQUALIZER W/SUBWOOFER BoosT CONTROL

CD Input Jack

Electronic Crossover Adjustable to 80, 120
or 160 Hz @ 12dB

Octave 2nd Order Butterworth Circuit
Front Frequency. Controls w/10dB Boost
at 150Hz,400Hz,1KHz,2.4Hz,10KHz

Rear Frequency. Controls w/12dB Boost at 60Hz

,150Hz,400Hz,1KHz,2.4KHz,15KHz
Frequency Response: 20Hz-20kHz

S/N Ratio: 90dB (A-Weighted)
Dimensions: 7"W x 6"D x 1"H

ELECTRONIC SUBWOOFER CROSSOVER NETWORK

Input Level Adjustment

Rugged Design For Mounting In Trunk
or Under Rear Deck

12VDC Negative Ground

Dimensions: 3 2/3"W x 5.25"D x 1"H

L 3 »ar =
mﬂj LXR2A 3-WAy STERED ELECTRONIC CROSSOVER NETWORK W/BASs BoosT
J;“;\Qﬁk’ + Selectable 45/80/120Hz Subwoofer 2 Pairs of Input Jacks
I ' I —"—' —'—i” ' Bass Boost Control 3 Pairs of Output Jacks
/ 2 . f * Low Pass: 50, 90 180 Hz Rugged Design For Mounting In Trunk
i) i 4 ¥ l,' * Midrange Bandpass Between 50/90/180Hz or Under Rear Deck
4 4 i 200 and 2/4/6KHz Power On Light
/ o J e: ) +  High-Pass 2/4/6kHz 12VDC Negative Ground
Lo —Aar™ ’,’ + Crossover Slopes: 12dB/Octave Dimensions: 6.9"W x 4.7"D x 1.65"H
e = = —g_i'

LXR3A HALF DIN DASH 6 CHANNEL ELECTRONIC CROSSOVER NETWORK

Frequency Extender (Factor 1:20)
LED Power On Indicator

Fully Isolated DC to DC Power Supply
12dB per Octave Slope

Frequency Response: 20Hz-30kHz
Signal to Noise Ratio: >90dB
Distortion: 0.01% @ 1kHz
Dimensions: 7"W x 1"H x 5"D

EQUALIZER AND CROSSOVERS
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LXR4 2-way ELECTRONIC CROSSOVER W/REMOTE SUBWOOFER LEVEL CONTROL

4 Y
* High Pass Crossover Variable 50-1.5Khz » Switchable Subwoofer Phase Shifter e .. W
* High Pass Output Level Control *  Subwoofer Stereo/Mono Selector @ Wi
* Low Pass Crossover Variable 35Hz-400Hz * Remote Subwoofer Level Control f a . g
* Low Pass Output Level Control * Remote Turn On And Power IndicatorGold Plated RCA -4 . .
*  45Hz Bass Boost Control 0~+12dB ..__,. # o —_J
LXR6 3-WAy ELECTRONIC CROSSOVER NETWORK W/REMOTE SUBWOOFER LEVEL CONTROL
* Two Channel Front Output RCA Ports *  Woofer Equalization Switch: 12dB Boost ) rATa g
» Two Channel Rear Output RCA Ports at Selectable Frequency (45Hz/80Hz/120Hz) | Yo |t el
*  Trunk Mount Chassis Design + Dual InfOut RCA Ports for Installation s ® @
+ Infinitely Adjustable Crossover Points from 32-8kHz of Multiple Crossovers | ] =
*  Frequency Multiplier for Front Channels * Manufactured from Composite Resin Materials o & . 3
* Dual Input Capability for Front Rear Inputs * Frequency Response: 20Hz-30kHz 4 guil] =
* Independent Gain Control for Each Channel » Distortion 0.015% THD at 1kHz i~ @ o
* Subwoofer Phase Adjustment Switch * S/NRatio than 98dB 4 "\_.I--')' =1
from O to 180 Degrees * Crossover Slope Rate 12dB per Octave ’-‘
* Fully Isolated Shielded DC to DC Power Supply 2nd Order Butterworth ® =
* Separate Subwoofer Input » Dimensions: 5.42"W x 8.91"D x 1.83"H

LXR"7 3-Way STeErReo ELECTRONIC CROSSOVER NETWORK

+ Two Channel Front Output RCA Ports *  Woofer Equalization Switch: 12dB Boost
* Two Channel Rear Output RCA Ports at selectable Frequency (45Hz/80Hz/120Hz)
*  Trunk Mount Chassis Design * Dual In/Out RCA Ports for Installation
+ Infinitely Adjustable Crossover Points from 32-8kHz of Multiple Crossovers
*  Frequency Multiplier for Front Channels * Manufactured from Composite Resin Materials
+ Dual Input Capability for Front Rear Inputs * Frequency Response: 20Hz-30kHz
* Independent Gain Control for Each Channel » Distortion 0.015% THD at 1kHz
»  Subwoofer Phase Adjustment Switch from * S/N Ratio than 98dB
0 to 180 Degrees » Crossover Slope Rate 12dB per Octave
* Fully Isolated Shielded DC to DC Power Supply 2nd Order Butterworth
» Separate Subwoofer Input » Dimensions: 5.42"W x 8.91"D x 1.83"H

LA120 2 CHANNEL 240 WATT AMPLIFIER

*  Maximum Power 2 x 120 Watts Total Output * Adjustable Gain Control

* Variable Gain Control * Load Dump Over Voltage Thermal Shutdown
» Accepts High or Low Impedance Inputs AC/DC Short Circuit Protector

* Gold Plated RCA Inputs * Heavy Duty Aluminum Alloy Heatsink

* High/Low Level Input * Power On LED Indicator

*  Output Impedance: 4-8 Ohms * Frequency Response: 20-30kHz

» Easy Access Speaker Connections » Signal to Noise Ratio: 85dB

* Remote Turn On/Off » Dimensions: 7 1/8"W x 2"H x 5 1/4”L

LA 160 4 cHANNEL 300 WATT AMPLIFIER

* 4 x 75 Watts Total Output *  Thermal Protection

* Variable Gain Control » Overload Protection

» Accepts High or Low Impedance Inputs * Load Dump Over Voltage

* Gold Plated RCA Inputs * Heavy Duty Aluminum Alloy Heatsink
* High/Low Level Inputs * Power On LED Indicator

*  Output Impedance: 4-8 Ohms * Frequency Response: 20-30kHz

» Easy Access Speaker Connection *  THD:<0.04%

* Remote Turn On/Off » Signal to Noise Ratio:>90dB

Adjustable Gain Control » Dimensions: 7 7/8"W x 2"H x 7 15/16"L

CROSSOVERS AND AMPLIFIERS
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* 1x 1100 Watts Max Output .
*  Fully Adjustable Electronic Crossover .
» Variable Bass Boost: (0-12dB @60Hz) .
*  Soft Turn On/Off Circuit .
* 2 0Ohm Stable .
» Dual Mosfet PWM Power Supplies .
* Variable Gain Control .

* Remote Turn On

“:” or“.
LUIo

+ 1x 1800 Watts Max Output .
* 1x900 Watts RMS Output @ 4 ohms .
*  Fully Adjustable Electronic Crossover .
* Variable Bass Boost: (0-12dB @60Hz) .
* Variable Subsonic Filter .
*  Soft Turn On/Off Circuit .
* 1 Ohm Stable .
* Phase Switch .
* Variable Gain Control “':w or".

LUIo

* 1x 2700 Watts Max Output .
* Fully Adjustable Electronic Crossover .
+ Variable Bass Boost: (0-12dB @60Hz) .
»  Soft Turn On/Off Circuit .
* 2 0Ohm Stable .
+ Dual MOSFET PWM Power Supplies .
+ Variable Gain Control .
* Remote Turn On .
"':” or“.

LUIro

LAZ2770BK 2 CHANNEL 1000 WATT

\ AMPLIFIER (BLACK)

* 2 x500 Watts Max Output .
* 1x 1000 Watts Bridged .
* Dual Fully Adjustable Electronic Crossover .
*  Soft Turn On/Off Circuit .
* 2 Ohm Stereo Stable .
* Dual MOSFET PWM Power Supplies .
* Variable Gain Control .
* Remote Turn On .

or
NER G .

LUIo

LA2970BK 2 cHANNEL 2000 WATT

AMPLIFIER (BLACK)

2 x 1000 Watts Max Output .
1 x 2000 Watts Bridged .
Dual Fully Adjustable Electronic Crossover .
Soft Turn On/Off Circuit .
2 Ohm Stereo Stable .
Dual MOSFET PWM Power Supplies .
Variable Gain Control .
Remote Turn On “l:” 01‘“. .

LUIo

AMNMPLIFIERS

LA1110BK 1100 WATT MoNO-BLOCK CLASS-D AMPLIFIER (BLACK)

Heavy Duty Aluminum Alloy Heat Sink
Hi/Lo Level Molex Input

Power & Protection L.E.D’s

S/N Ratio: >95dB

Frequency Response: 40-150 Hz
THD: Fully Protected Circuitry
Dimensions: 11.1"W x 2.2"H x 13.9"L
Fuse: 15Ax 2

LA1800DBK 1800 WATT MoNO-BLOCK CLASS-D AMPLIFIER (BLACK)

Remote Turn On

Heavy Duty Aluminum Alloy Heat Sink
Line Out For System Building

Power & Protection L.E.D’s

S/N Ratio: >100dB

THD: Fully Protected Circuitry
Dimensions: 11.1"W x 2.2"H x 10"L
Fuse: 30A x 2

LA1270BK 2700 WATT MoNO-BLOCK CLASS-D AMPLIFIER (BLACK)

Heavy Duty Aluminum Alloy Heat Sink
Hi/Lo Level Molex Input

Power & Protection L.E.D’s

S/N Ratio: >95dB

Frequency Response: 40-150 Hz
THD: Fully Protected Circuitry
Dimensions: 11.1"W x 2.2"H x 13.9"L
Fuse: 25A x 2

BRIDGEABLE MOSFET

Heavy Duty Aluminum Alloy Heat Sink
Hi/Lo Level Molex Input

Power & Protection L.E.D’s

S/N Ratio: >95dB

Frequency Response: 15-30KHz
THD: Fully Protected Circuitry
Dimensions: 11.1"W x 2.2"H x 7.5"L
Fuse: 15A x 2

BRIDGEABLE MOSFET

Heavy Duty Aluminum Alloy Heat Sink
Hi/Lo Level Molex Input

Power & Protection L.E.D’s

S/N Ratio: >95dB

Frequency Response: 15-30KHz
THD: Fully Protected Circuitry
Dimensions: 11.1"W x 2.2"H x 10.5"L
Fuse: 20Ax 2
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LA3000ODBK 3000 WATT MoNO-BLOCK CLASS-D AMPLIFIER (BLACK)

* 1x 3000 Watts Max Output * Remote Turn On
* 1x 1500 Watts RMS Output @ 4 ohms * Heavy Duty Aluminum Alloy Heat Sink
*  Fully Adjustable Electronic Crossover * Line Out For System Building
» \Variable Bass Boost: (0-12dB @60Hz) * Power & Protection L.E.D’s
» Variable Subsonic Filter * S/N Ratio: >100dB
*  Soft Turn On/Off Circuit *  THD: Fully Protected Circuitry
* 1 0Ohm Stable * Dimensions: 11.1"W x 2.2"H x 12.2"L
. i . : or
Phase Switch Fuse: 30Ax 3 “':w - D

+  Variable Gain Control l ” ’ ”

LA4670BK 4 CHANNEL 2000 WATT BRIDGEABLE MOSFET AMPLIFIER (BLACK)

* 4 x500 Watts Max Output * Heavy Duty Aluminum Alloy Heat Sink

*  2x2000 Watts Bridged * Hi/Lo Level MOLEX Input

» Dual Fully Adjustable Electronic Crossover * Power & Protection LED’s

»  Soft Turn On/Off Circuit * S/N Ratio: >95dB

* 2 Ohm Stereo Stable * Frequency Response: 15-30KHz

* Bridged into 4 ohms *  THD: Fully Protected Circuitry

» Dual MOSFET PWM Power Supplies » Dimensions: 11.1"W x 2.2"H x 10.5”L “':w or

* Variable Gain Control *  Fuse: 20Ax 2 - &N

* Remote Turn On

LA1110O0SL 1100 WATT MaoNO-BLOCK CLASS-D AMPLIFIER (SILVER)

* 1x 1100 Watts Max Output * Heavy Duty Aluminum Alloy Heat Sink

*  Fully Adjustable Electronic Crossover * Hi/Lo Level Molex Input

* Variable Bass Boost: (0-12dB @60Hz) * Power & Protection L.E.D’s

»  Soft Turn On/Off Circuit * S/N Ratio: >95dB

* 2 Ohm Stable * Frequency Response: 40-150 Hz

» Dual Mosfet PWM Power Supplies * THD: Fully Protected Circuitry "rw or“.
* Variable Gain Control + Dimensions: 11.1"W x 2.2"H x 13.9"L

* Remote Turn On *  Fuse: 15Ax 2

LA1270SL 2700 WATT MaNO-BLOCK CLASS-D AMPLIFIER (SILVER)

* 1x 2700 Watts Max Output * Heavy Duty Aluminum Alloy Heat Sink

*  Fully Adjustable Electronic Crossover * Hi/Lo Level Molex Input

* Variable Bass Boost: (0-12dB @60Hz) * Power & Protection L.E.D’s

»  Soft Turn On/Off Circuit * S/N Ratio: >95dB

* 2 Ohm Stable * Frequency Response: 40-150 Hz

* Dual MOSFET PWM Power Supplies *  THD: Fully Protected Circuitry

* Variable Gain Control + Dimensions: 11.1"W x 2.2"H x 13.9"L

*  Remote Turn On *  Fuse: 25Ax 2 NEN . o

LUIo

LA1800DSL 1800 WATT MONDO-BLOCK CLASS-D AMPLIFIER (SILVER)

* 1x 1800 Watts Max Output * Remote Turn On

+ 1x900 Watts RMS Output @ 4 ohms * Heavy Duty Aluminum Alloy Heat Sink

»  Fully Adjustable Electronic Crossover * Line Out For System Building

+ Variable Bass Boost: (0-12dB @60Hz) + Power & Protection L.E.D’s

« Variable Subsonic Filter « S/N Ratio: >100dB “:w or

+  Soft Turn On/Off Circuit +  THD: Fully Protected Circuitry - N
* 1 0hm Stable + Dimensions: 11.1"W x 2.2"H x 10"L l”’”
* Phase Switch * Fuse: 30Ax 2

* Variable Gain Control

LA2770SL 2 CHANNEL 1000 WATT BRIDGEABLE MOSFET AMPLIFIER (SILVER)

* 2 x500 Watts Max Output * Hi/Lo Level Molex Input

+ 1x 1000 Watts Bridged * Power & Protection L.E.D’s

+ Dual Fully Adjustable Electronic Crossover * S/N Ratio: >95dB

*  Soft Turn On/Off Circuit » Frequency Response: 15-30KHz

e 2 0Ohm Stereo Stable * THD: Fully Protected Circuitry "':” or

+ Dual MOSFET PWM Power Supplies + Dimensions: 11.1"W x 2.2"H x 7.5"L l”l‘ﬁ
+ Variable Gain Control *  Fuse: 15Ax 2

* Remote Turn On
Heavy Duty Aluminum Alloy Heat Sink

AMNMPLIFIERS
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A= [..w@ N\ - 2x1000 Watts Max Output
* 1x 2000 Watts Bridged

A __,..-""" * Dual Fully Adjustable Electronic Crossover
Soft Turn On/Off Circuit
+ 2 0hm Stereo Stable
——+ Dual MOSFET PWM Power Supplies
* Variable Gain Control
* Remote Turn On

1 x 3000 Watts Max Output

1 x 1500 Watts RMS Output @ 4 ohms
Fully Adjustable Electronic Crossover
Variable Bass Boost: (0-12dB @60Hz)
Variable Subsonic Filter

Soft Turn On/Off Circuit

1 Ohm Stable

Phase Switch

Variable Gain Control

4 x 500 Watts Max Output

2 x 2000 Watts Bridged

Dual Fully Adjustable Electronic Crossover
Soft Turn On/Off Circuit

2 Ohm Stereo Stable

Bridged into 4 ohms

Dual MOSFET PWM Power Supplies
Variable Gain Control

Remote Turn On

LA 1400 zooo wartts MoNo BLock

*  2000W x 1 Output @ 2 Ohms

*  Mono Block Subwoofer Amplifier

* 2 Ohm Stable

*  MOSFET Power Supply

* Variable Low-Pass : 40 Hz-250 Hz

» Variable Input Level (Gain) Control : 6V-200mV
» Variable Bass Boost : 0~+18dB

» Variable Subsonic Filter : 10Hz~100Hz, 24dB/Octave
*  Sub Sonic Switch

* Thermal / Overload / Short Circuit Protection

*  Soft Turn On/Off

*  400W x 2 Output @ 2 Ohms

* 800W x 1 Bridged Output @ 4 Ohms

* 2 Ohm Stable

*  MOSFET Power Supply

* Variable Hi-Pass : 40 Hz-250 Hz

* Variable Low-Pass : 40 Hz-250 Hz

* Variable Input Level (Gain) Control : 6V-200mV
* Bass Boost Selector : 0/+18dB

Thermal / Overload / Short Circuit Protection
Soft Turn On/Off

AMNMPLIFIERS

LAZ2970SL 2 CHANNEL 2000 WATT BRIDGEABLE
MOSFET AMPLIFIER (SILVER)

Heavy Duty Aluminum Alloy Heat Sink
Hi/Lo Level Molex Input

Power & Protection L.E.D’s

S/N Ratio: >95dB

Frequency Response: 15-30KHz
THD: Fully Protected Circuitry
Dimensions: 11.1"W x 2.2"H x 10.5"L
Fuse: 20A x 2

LA3000DSL 3000 WATT MoNO-BLOCK CLASS-D AMPLIFIER (SILVER)

Remote Turn On

Heavy Duty Aluminum Alloy Heat Sink
Line Out For System Building

Power & Protection L.E.D’s

S/N Ratio: >100dB

THD: Fully Protected Circuitry
Dimensions: 11.1"W x 2.2"H x 12.2"L
Fuse: 30Ax 3

LA4670SL 4 CHANNEL 2000 WATT BRIDGEABLE
MOSFET AMPLIFIER (SILVER)

Heavy Duty Aluminum Alloy Heat Sink
Hi/Lo Level MOLEX Input

Power & Protection LED’s

S/N Ratio: >95dB

Frequency Response: 15-30KHz
THD: Fully Protected Circuitry
Dimensions: 11.1"W x 2.2"H x 10.5"L
Fuse: 20Ax 2

MOSFET POWER AMPLIFIER

Phase Control 0-180 degree

Custom Terminal Block for Speaker Connection
Power & Protection LED Indicator

Low Level RCA Input : 10K Ohms

Line Level RCA Output

Frequency Response : 20 Hz-250 Hz

Signal to Noise Ratio: >90dB

THD:0.1 %

2x40 Amp Maxi Type Fuse

Slim Size Amplifier Design For Easy Installation
Dimensions: 10.74"W x1.69"H x 12"L

LAS589 800 WATTs 2 CHANNEL BRIDGEABLE MOSFET AMPLIFIER

Power & Protection LED Indicator

Low Level RCA Input : 10K Ohms

Line Level RCA Output

Frequency Response : 15 Hz-30K Hz

Signal to Noise Ratio: >95dB

THD:0.1 %

2x20 Amp Maxi Type Fuse

Slim Size Amplifier Design For Easy Installation
Dimensions: 10.74"W x1.69"H x 7.5"L



LA689 2000 WATTS 4 CHANNEL BRIDGEABLE MOSFET AMPLIFIER

*  500W x 4 Output @ 2 Ohms *  Soft Turn On/Off

* 1000W x 2 Bridged Output @ 4 Ohms » Power & Protection LED Indicator

* 500W x 2@ 4 Ohms + 1000W x 1 Output @ 2 Ohms * Low Level RCA Input : 10K Ohms

* 2 Ohm Stable * Line Level RCA Output

+  Dual MOSFET Power Supplies +  Frequency Response : 15 Hz-30K Hz “':” or

* Dual Variable Hi-Pass : 40 Hz-250 Hz » Signal to Noise Ratio: >95dB 4

» Dual Variable Low-Pass : 40 Hz-250 Hz *+ THD:0.1% l”’”

* Dual Variable Input Level (Gain) Control : 6V-200mV *  2x30 Amp Maxi Type Fuse

* Dual Switchable Bass Boost : 0/+18dB »  Slim Size Amplifier Design For Easy Installation 9
* Thermal / Overload / Short Circuit Protection » Dimensions: 10.74"W x1.69"H x 14"L

LA789 1000 WATTS 2 CHANNEL BRIDGEABLE MOSFET AMPLIFIER

*  500W x 2 Output @ 2 Ohms *  Power & Protection LED Indicator

* 1000W x 1 Bridged Output @ 4 Ohms * Low Level RCA Input : 10K Ohms

* 2 Ohm Stable * Line Level RCA Output

*  MOSFET Power Supply * Frequency Response : 15 Hz-30K Hz

* Variable Hi-Pass : 40 Hz-250 Hz » Signal to Noise Ratio: >95dB

* Variable Low-Pass : 40 Hz-250 Hz *+ THD:0.1%

* Variable Input Level (Gain) Control : 6V-200mV *  2x20 Amp Maxi Type Fuse

* Bass Boost Selector : 0/+18dB » Slim Size Amplifier Design For Easy Installation
» Thermal / Overload / Short Circuit Protection + Dimensions: 10.74"W x 1.69"H x 9”"L

*  Soft Turn On/Off

LAS9S89 2000 WATT 2 CHANNEL BRIDGEABLE MOSFET AMPLIFIER

+ 1000W x 2 Output @ 2 Ohms * Power & Protection LED Indicator

* 2000W x 1 Bridged Output @ 4 Ohms * Low Level RCA Input : 10K Ohms

* 2 Ohm Stable * Line Level RCA Output

*  MOSFET Power Supply * Frequency Response : 15 Hz-30K Hz

*  Variable Hi-Pass : 40 Hz-250 Hz » Signal to Noise Ratio: >95dB

*  Variable Low-Pass : 40 Hz-250 Hz ¢ THD:0.1%

* Variable Input Level (Gain) Control : 6V-200mV *  2x30 Amp Maxi Type Fuse

+ Bass Boost Selector : 0/+18dB + Slim Size Amplifier Design For Easy Installation
+ Thermal / Overload / Short Circuit Protection + Dimensions: 10.74"W x1.69"H x 12"L

*  Soft Turn On/Off

LA1089 4000 WATTS 4 CHANNEL BRIDGEABLE MOSFET AMPLIFIER

+ 1000W x 4 Output @ 2 Ohms e Soft Turn On/Off
+  2000W x 2 Bridged Output @ 4 Ohms » Power & Protection LED Indicator
*  1000W x 2 @ 4 Ohms + 2000W x 1 * Low Level RCA Input : 10K Ohms
Output @ 2 Ohms * Line Level RCA Output
* 2 0Ohm Stable * Frequency Response : 15 Hz-30K Hz
+ Dual MOSFET Power Supplies + Signal to Noise Ratio: >95dB
+ Dual Variable Hi-Pass : 40 Hz-250 Hz + THD:0.1%
+ Dual Variable Low-Pass : 40 Hz-250 Hz +  2x50 Amp Maxi Type Fuse
» Dual Variable Input Level (Gain) Control : 6V-200mV + Slim Size Amplifier Design For Easy Installation
+ Dual Switchable Bass Boost : 0/+18dB + Dimensions: 10.74"W x1.69"H x17"L

+ Thermal / Overload / Short Circuit Protection

LA 1889 3000 WATTS 2 CHANNEL BRIDGEABLE MOSFET AMPLIFIER

* 1500W x 2 Output @ 2 Ohms e Soft Turn On/Off

* 3000W x 1 Bridged Output @ 4 Ohms » Power & Protection LED Indicator

¢ 2 Ohm Stable * Low Level RCA Input : 10K Ohms

*  MOSFET Power Supply * Line Level RCA Output

* Variable Hi-Pass : 40 Hz-250 Hz * Frequency Response : 15 Hz-30K Hz

* Variable Low-Pass : 40 Hz-250 Hz » Signal to Noise Ratio: >95dB

* Variable Input Level (Gain) Control : 6V-200mV « THD:0.1 %

* Variable Bass Boost : 0~+18dB *  2x40 Amp Maxi Type Fuse

* Variable Subsonic Filter : 10Hz~100Hz, 24dB/Octave «  Slim Size Amplifier Design For Easy Installation
*  Sub Sonic Switch + Dimensions: 10.74”"W x1.69"H x 15"L

Thermal / Overload / Short Circuit Protection

AMNMPLIFIERS
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LA2389 4000W 2 CHANNEL BRIDGEABLE MOSFET AMPLIFIER

* 2000 Watt x 2 Output @ 2 Ohms

e 4000 Watt x 1 Bridged Output @ 4 Ohms

¢ 2 Ohm Stable

*  MOSFET Power Supply

* Variable Hi-Pass : 40 Hz-250 Hz

* Variable Low-Pass : 40 Hz-250 Hz

* Variable Input Level (Gain) Control : 6V-200mV
* Variable Bass Boost : 0~+18dB

* Variable Subsonic Filter : 10Hz~100Hz, 24dB/Octave
*  Sub Sonic Switch

* Thermal / Overload / Short Circuit Protection

Soft Turn On/Off

Power & Protection LED Indicator

Low Level RCA Input : 10K Ohms

Line Level RCA Output

Frequency Response : 15 Hz-30K Hz

Signal to Noise Ratio: >95dB

THD:0.1 %

2x50 Amp Maxi Type Fuse

Slim Size Amplifier Design For Easy Installation
Dimensions: 10.74”"W x1.69"H x 17"L

LAZ2889 5000 WATTS 2 CHANNEL BRIDGEABLE MOSFET AMPLIFIER

*  2500W x 2 Output @ 2 Ohms

* 5000W x 1 Bridged Output @ 4 Ohms

* 2 Ohm Stable

*  MOSFET Power Supply

* Variable Hi-Pass : 40 Hz-250 Hz

* Variable Low-Pass : 40 Hz-250 Hz

» Variable Input Level (Gain) Control : 6V-200mV
* \Variable Bass Boost : 0~+18dB

» Variable Subsonic Filter : 10Hz~100Hz, 24dB/Octave
*  Sub Sonic Switch

* Thermal / Overload / Short Circuit Protection

LAZ2001D 2000w CLASS D MoNO

POWER AMPLIFIER

+  3000W x 1 Output @ 2 Ohms

*  Mono Block Subwoofer Amplifier

+ 1 0Ohm Stable

*  MOSFET Power Supply

*  PWM (Pulse-Width-Modulation) System

* Variable Low-Pass : 40 Hz-250 Hz

* Variable Input Level (Gain) Control : 6V-200mV
* Variable Bass Boost : 0~+18dB

+ Variable Subsonic Filter : 10Hz~100Hz, 24dB/Octave
*  Sub Sonic Switch

* Glass Epoxy PCB

+ Thermal / Overload / Short Circuit Protection

+  Soft Turn On/Off

Soft Turn On/Off

Power & Protection LED Indicator

Low Level RCA Input : 10K Ohms

Line Level RCA Output

Frequency Response : 15 Hz-30K Hz

Signal to Noise Ratio: >95dB

THD:0.1 %

2x60 Amp Maxi Type Fuse

Slim Size Amplifier Design For Easy Installation
Dimensions: 10.74"W x1.69"H x 21"L

BLock MOSFET DIGITAL

Phase Control 0-180 degree

Custom Terminal Block for Speaker Connection
Power & Protection LED Indicator

Low Level RCA Input : 10K Ohms

Line Level RCA Output

Frequency Response : 20 Hz-250 Hz

Signal to Noise Ratio: >90dB

THD:0.1 %

4x25 Amp ATO Type Fuse

Slim Size Amplifier Design For Easy Installation
Dimensions: 10.74"W x1.69"H x 13"L

LA499 800 WATT 2 CHANNEL BRIDGEABLE MOSFET AMPLIFIER

* 400 Watts x 2 Output

+ 800 Watts x 1 Bridged Output

* Variable Hi/Low Electronic Crossover Network
+ Variable Bass Boost (0- +18 dB @ 60Hz)

* Variable Input Level (Gain) Control

* Remote Turn On/Off

+ Gold Plated RCA Inputs

* High level MOLEX Inputs

+ Power ON LED Indicator

LA799

» 550 Watts x 2 Output

* 1100 Watts x 1 Bridged Output

» Variable Hi/Low Electronic Crossover Network
» Variable Bass Boost (0- +18 dB @ 60Hz)

» Variable Input Level (Gain) Control

* Remote Turn On/Off

* Gold Plated RCA Inputs

» High level MOLEX Inputs

Power ON LED Indicator

AMPLIFIERS

LED Protection Indicator

Remote Bass Boost

S/N Ratio: 95dB

THD:< 0.04%

Thermal, Overload, Short Circuit Protection
Anti-Thump Turn-On

Blue Light lllumination
Dimensions:11.33"W x 1.85"H x 8.25"L

1100 WATT 2 CHANNEL BRIDGEABLE MOSFET AMPLIFIER

LED Protection Indicator

Remote Bass Boost

S/N Ratio: 95dB

THD:< 0.04%

Thermal, Overload, Short Circuit Protection
Anti-Thump Turn-On

Blue Light lllumination
Dimensions:11.33"W x 1.85"H x 12"L



COMPLETEPRODUCT CATALDOG

LA1099 4400 WATT 4 CHANNEL BRIDGEABLE MOSFET AMPLIFIER

* 1100 Watts x 4 Output * LED Protection Indicator

* 2200 Watts x 2 Bridged Output (1100W x 2 + 2200W x 1) * Remote Bass Boost

» Dual Variable Hi/Low Electronic Crossover Network * S/N Ratio: 95dB

* Dual Variable Bass Boost (0- +18 dB @ 60Hz) *+  THD:< 0.04%

* Dual Variable Input Level (Gain) Control * Thermal, Overload, Short Circuit Protection
*  Remote Turn On/Off * Anti-Thump Turn-On

* Gold Plated RCA Inputs * Tri-Mode Configurable

* High level MOLEX Inputs *  Blue Light lllumination

* Power ON LED Indicator + Dimensions:11.33"W x 1.85"H x 17"L

LA1999 1900 WATT 2 CHANNEL BRIDGEABLE MOSFET AMPLIFIER

* 950 Watts x 2 Output » LED Protection Indicator

e 1900 Watts x 1 Bridged Output * Remote Bass Boost

* Variable Hi/Low Electronic Crossover Network * S/N Ratio: 95dB

* Variable Bass Boost (0- +18 dB @ 60Hz) *  THD:< 0.04%

* Variable Input Level (Gain) Control * Thermal, Overload, Short Circuit Protection
* Remote Turn On/Off *  Anti-Thump Turn-On

* Gold Plated RCA Inputs *  Blue Light lllumination

* High level MOLEX Inputs * Dimensions:11.33"W x 1.85"H x 15"L

* Power ON LED Indicator

LA2499 2ze600 WATT MoNo BLock MOSFET AMPLIFIER

*  Mono Block Subwoofer Amplifier * Power ON LED Indicator

* 2 ohm stable * LED Protection Indicator

» Variable Sub-sonic Filter * Remote Bass Boost

* Variable Low-pass Filter * S/N Ratio: 95dB

* Variable Bass Boost (0- +18 dB @ 60Hz) * Thermal, Overload, Short Circuit Protection
* Variable Input Level (Gain) Control * Anti-Thump Turn-On

* Phase Control 0-180 degree *  Blue Light lllumination

* Remote Turn On/Off * Dimensions:11.33"W x 1.85"H x 12"L

* Gold Plated RCA Inputs

LA3199 3100 WATT 2 CHANNEL BRIDGEABLE MOSFET AMPLIFIER

* 1550 Watts x 2 Output * Power ON LED Indicator

* 3100 Watts x 1 Bridged Output * LED Protection Indicator

* Variable Hi/Low Electronic Crossover Network * Remote Bass Boost

* Variable Bass Boost (0- +18 dB @ 60Hz) * S/N Ratio: 95dB

* Variable Input Level (Gain) Control * THD:Thermal, Overload, Short Circuit Protection
*  Remote Turn On/Off * Anti-Thump Turn-On

* Gold Plated RCA Inputs *  Blue Light lllumination

* High level MOLEX Inputs * Dimensions:11.33"W x 1.85"H x 19"L

LA4299 4200 WATT 2 CHANNEL BRIDGEABLE MOSFET AMPLIFIER

* 2100 Watts x 2 Output * Power ON LED Indicator

* 4200 Watts x 1 Bridged Output * LED Protection Indicator

* Variable Hi/Low Electronic Crossover Network * Remote Bass Boost

* Variable Bass Boost (0- +18 dB @ 60Hz) » S/N Ratio: 95dB

* Variable Input Level (Gain) Control * THD:Thermal, Overload, Short Circuit Protection
* Remote Turn On/Off *  Anti-Thump Turn-On

* Gold Plated RCA Inputs *  Blue Light lllumination

» High level MOLEX Inputs * Dimensions:11.33"W x 1.85"H x 21"L

LA360 2 CHANNEL 400 WATT BRIDGEABLE MOSFET AMPLIFIER

* 200 Watts x 2 Output » Variable Gain Control

* 400 Watts x 1 Bridged Output *  Remote Turn On/Off

*  Fully Adjustable Electronic Crossover Network * Hi/Lo Gold Plated MOLEX Level Inputs

* Variable Bass Boost (0-12dB @ 60Hz) * Power On LED Indicator

»  Soft Turn On/Off Circuit » LED Protection Indicator

+ 2 0Ohm Stereo Stable * S/N Ratio: >95dB

+ Bridgeable into 4 Ohms *  THD: <0.04%

*  MOSFET PWM Power Supply *  Frequency Response: 20-30kHz

* Heavy Duty Aluminum Alloy Heatsink *  Thermal/Overload/Short Circuit Protection

Discrete Wire Connections Dimensions: 5.5”"L x 2.15"H x 10.5"W

AMPLIFIERS



ACY 2010

+ Tri-Way Configuration 250 Watts x 4 Output
500 Watts x 2 Bridged 250 Watts x 2 Front

+ 500 Watts x 1 Rear

+ Dual Fully Adjustable Electronic Crossover

+ Dual Variable Bass Boost (0-12dB @ 60Hz)

*  Soft Turn On/Off Circuit

* 2 Ohm Stereo Stable

* Bridgeable into 4 Ohms

+ Dual MOSFET PWM Power Supplies

* Heavy Duty Aluminum Alloy Heatsink

+ Discrete Wire Connections

» 250 Watts x 4 Output

» 500 Watts x 2 Bridged Output

*  250W x 2 + 500W x 1 Tri-Mode Output

* Dual Variable Hi/Lo Electronic Crossover Network
* Dual Variable Bass Boost

* Dual MOSFET PWM Power Supplies

* Variable Input Level (Gain) Control

» Power ON LED Indicator

« 1000 Watt 20ft. Amplifier Hookup Kit for
Battery Head Unit & Speakers Kit Includes:
* In-line See-Thru Water Resistant AGU Fuse Holder
* 20ft. 8 Gauge Wire
*  4ft. 8 Gauge Ground Wire
» 20ft. 16 Gauge Remote Turn-On
«  20ft. 12 Gauge Wire
*  20ft. Right Angle Interconnect Audio Cable
+  6ft. Black Cable Conduit

* 20ft 4 Gauge Clear Red Power Wire

*  4ft 4 Gauge Clear Black Ground Wire

* 20ft 16 Gauge Blue Remote Turn-on

» 20ft 12 Gauge Speaker Wire

» 20ft Right Angle RCA Interconnect Audio Cable
»  6ft Black Split Loom Cable Conduit

* AGU Type 60A Gold Plated Fuse

LA660 4 cHANNEL 1000 WATT BRIDGEABLE MOSFET AMPLIFIER

Variable Gain Control

Remote Turn On/Off

Hi/Lo Gold Plated MOLEX Level Inputs
Power On LED Indicator

LED Protection Indicator

S/N Ratio: >95dB

THD: >0.04%

Frequency Response: 15-30kHz
Thermal/Overload/Short Circuit Protection
Dimensions: 14”L x 2.25"H x 10.25"W

LAG668 4 CHANNEL 1000 WATT BRIDGEABLE MOSFET AMPLIFIER

LED Protection Indicator

Remote Bass Boost

Hi/Lo Impedance Input

Thermal / Overload / Short Circuit Protection
Anti-Thump Turn-On

Tri-Mode Configurable

Dimensions: 1.97” H x 11.42” W x 12" L

LAMP1 1000 WATT 8 GAUGE AMPLIFIER INSTALLATION KIT

60A AGU Type Fuse Accessories:
Resistant On-line Fuse Holder
AGU Fuse Holder

Terminals: 8G

Spade Terminals: 8G

5 Spade Terminals: 14-16G

3 Butt Connectors

20 Cable Ties

1 Black Grommet

LAMP4 1600 WATT 4 GAUGE AMPLIFIER INSTALLATION KIT

Water Resistant In-line Fuse Holder
2 Ring Terminals: 4 G

2 Spade Terminals: 4 G

5 Spade Terminals: 14-16 G

3 Butt Connectors

20 Cable Ties

1 Black Grommet

LCA170SL 1.7 FARAD DIGITAL POWER CAPACITOR

* 1.7 Farad 24DCV Surge

* Polished Metal Finish

* Plathum Plated Solid Brass Hardware
*  Computer Controled On/Off
Electronic Voltage Display

Capacitance +/- 5%, 20-24 Volt Surge, 105°C
Lowest E.S.R. (Strong Finishing For A Better
Installation Result

1 Pair Of Clear Brackets Included
Gold/Chrome Plated Post Kits

INSTALLATIONKITS AND CAPACITORS
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LCAZ200SL 2.0 FARAD DIGITAL POWER CAPACITOR

* 2.0 Farad 24DCV Surge » Capacitance +/- 5%, 20-24 Volt Surge, 105°C
* Polished Metal Finish * Lowest E.S.R. (Strong Finishing

* Platnum Plated Solid Brass Hardware For A Better Installation Result

*  Computer Controled On/Off * 1 Pair Of Clear Brackets Included

» Electronic Voltage Display * Gold/Chrome Plated Post Kits

LCA300SL 3.0 FARAD DIGITAL POWER CAPACITOR

» 3.0 Farad 24DCV Surge » Capacitance +/- 5%, 20-24 Volt Surge, 105°C
* Polished Metal Finish + Lowest E.S.R. (Strong Finishing

* Platnum Plated Solid Brass Hardware For A Better Installation Result

»  Computer Controled On/Off » 1 Pair Of Clear Brackets Included

+ Electronic Voltage Display * Gold/Chrome Plated Post Kits

LCAG600SL 6.0 FARAD 20V ROUND CAPACITOR

* 1.7 Farad 24DCV Surge » Capacitance +/- 5%, 20-24 Volt Surge, 105°C
+ Polished Metal Finish + Lowest E.S.R. (Strong Finishing

* Platnum Plated Solid Brass Hardware For A Better Installation Result

+ Computer Controled On/Off + 1 Pair Of Clear Brackets Included

+ Electronic Voltage Display + Gold/Chrome Plated Post Kits

LCAKT50DBL 5 FARAD 20V SRUARE CAPACITOR KIT

+ Chrome Plated Case * Platnum Plated Solid Brass Hardware

* Red Digital Display + Computer Controled On/Off

* Red LED in each side of the PCB with Neon ring + Capacitance +/- 5%, 20-24 Volt Surge, 105°C
+ Chrome plated power distribution * Lowest E.S.R. (Packaged in blister

block in Legacy loge
* 2PCS 3FT 4ga Power cable(blue and clear)

LS328 3.5 120 WATT TWO-WAY SPEAKERS

» 3.5” Brown Injected-Molded Polymica Cone Woofer * 120 Watts Rated Power

» Specially Treated Rubber Edge Suspension * Sensitivity: 88 dB

* 20 oz. Magnet Structure * Frequency Response: 120Hz-18k Hz
*  9.75" High Temperature Aluminum Voice Coil * Speaker Impedance: 4 Ohms

* 1.75” Aluminum Film High Frequency Tweeter *  Mounting depth: 2.125”

* Black Anodized Speaker

LS438S 47 160 WATT TwO-WAY SPEAKERS

* 4" Brown Injected-Molded Polymica Cone Woofer * 4 Ohm Impedance

* Specially Treated Rubber Edge Suspension * Frequency Response: 70Hz-18K Hz
* 40 oz. Magnet Structure «  SPL: @ 1W/1M 90dB

* 1" Aluminum Voice Coil * Complete with Sleek Black Mesh Grill
e 1.75” Aluminum Film Tweeter * Color Coded Speaker Wire Included
* 80 Watts RMS / 160 Watts Peak *  Mounting Depth: 1.75”

SPEAKERS
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* 4" x 6" Brown Injected-Molded Polymica .
Cone Woofer .

* Resists Moisture & Temperature Extremes .

+ 30 oz. Magnet Structure .

* 1" High Temperature Aluminum Voice Coil .

+ Basket Anodized in Matte Black

* 1" Piezo High Frequency Tweeter .

LS442S 4 x 6”7 160 WATT TWO-WAY SPEAKERS

Ferro Fluid Enhanced Voice Coll

80 Watts RMS/160 Watts Peak

4 Ohm Impedance

Frequency Response: 70Hz-18kHz
Specially Designed for Foreign or Domestic
Installations

Mounting Depth: 2.25”

LS558S 5 180 WATT TWO-WAY SPEAKERS

* 5" Brown Injected-Molded Polymica Cone Woofer .
* Resists Moisture and High Temperature .
« 15 oz. Magnet .
* 40 oz. Magnet Structure .
* 1" High Temperature Aluminum Voice Coil .
+ Basket Anodized in Black Matte .

+ 17 Aluminum Film Midrange Tweeter

Ferro Fluid Enhanced Voice Coll
70 Watts RMS/180 Watts Peak

4 Ohm Impedance

Frequency Response: 80Hz-20kHz
Surface or Deck Mount Capability
1 7/8” Mounting Depth

LS572S 57 x 77/6” x 87 160 WATT TwWO-WAY SPEAKERS

» 5”x 7" Brown Injected-Molded Polymica .

Cone Woofer .
* Specially Treated Rubber Edge Suspension .
» Fits Both 57 x 77 and 6” x 8” Configurations .
* Resists Moisture & High Temperature .
* 40 oz. Magnet Structure .

2" Aluminum Film Midrange

160 Watts Rated Power

Sensitivity: 90 dB

Frequency Response: 80Hz-18k Hz
Speaker Impedance: 4 Ohms
Mounting depth: 2.125”

LS652S 6.5 200 WATT TWO-WAY SPEAKERS

6.5” Brown Injected-Molded Polymica Cone Woofer .
Specially Treated Rubber Edge Suspension .
40 oz. Magnet Structure .
1" High Temperature Aluminum Voice Coil .
2" Pole Mounted Cone Tweeter .

Black Anodized Speaker

200 Watts Rated Power

Sensitivity: 90 dB

Frequency Response: 80Hz-18k Hz
Speaker Impedance: 4 Ohms
Mounting Depth: 2"

LS6908S 6 x 9”7 400 WATT THREE-WAY SPEAKERS

* 6" x9”Brown Injected-Molded Polymica .

Cone Woofer .
* Specially Treated Rubber Edge Suspension .
* Resists Moisture & High Temperature .
+ 100 oz. Magnet Structure .
+ 1.25” Ferro Fluid Enhanced Aluminum Voice Coil .
« 2.75” Pole Mounted Aluminum Film Midrange .

1.75” Aluminum Film High Frequency Tweeter

SPEAKERS

Basket Anodized In Matte Black
400 Watts Rated Power

Sensitivity: 93 dB

Frequency Response: 50Hz-20k Hz
Speaker Impedance: 4 Ohms
Surface or Deck Mount Capability
Mounting depth: 3.75”
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LS4108S 4 X 10”7 300 WATT THREE-WAY SPEAKERS

* 4" x 10" Brown Injected Molded Polymica » Basket Anodized In Matte Black
Cone Woofer » 300 Watts Rated Power

* Specially Treated Rubber Edge Suspension *  Sensitivity: 90 dB

* 50 oz. Magnet Structure » Frequency Response 80Hz-20k Hz

* 1" Aluminum Voice Coil * Speaker Impedance: 4 Ohms

* 1.75” Aluminum Film Midrange *  Mounting Depth: 2.75”

* 1" Piezo High Frequency Tweeter

LS452MK 4 180 WATT TwWO-WAY SPEAKERS

* 4 Blue Injection-Molded Polymica Cone Woofer * 180-Watts Max Power

* Specially Treated Rubber Edge Suspension »  Sensitivity: 90 dB

+ 30 oz. Magnet Structure * Frequency Response: 75Hz-20KHz
* 0.75” High Temperature Aluminum Voice Coil * Impedance: 4 Ohms

* 28mm PEI Dome Tweeter *  Mounting Depth: 1.8”

LS570MK 57 x 7 240 WATT TwWO-WAY SPEAKERS

* 5"x7” Blue Injection-Molded Polymica Cone Woofer e 240 Watts Max Power

* Specially Treated Rubber Edge Suspension *  Sensitivity: 90 dB

* 40 oz. Magnet Structure * Frequency Response: 60Hz-20KHz
* 0.75” High Temperature Aluminum Voice Coil * Impedance: 4 Ohms

* 28mm PEI Dome Tweeter * Mounting Depth: 2.1”

LS6530MK 6.5 300 WATT THREE-WAY SPEAKERS

* 6.5 Blue Injection-Molded Polymica Cone Woofer * 300 Watts Max Power

+ Specially Treated Rubber Edge Suspension + Sensitivity: 89 dB

* 70 oz. Magnet Structure * Frequency Response: 55Hz-20KHz
+ 17 High Temperature Aluminum Voice Coil * Impedance: 4 Ohms

+ 2" Polymide Midrange and 28mm Piezo * Mounting Depth: 2.1”

Super Tweeter

LS6930MK 6’ x 9”7 400 WATT THREE-WAY SPEAKERS

* 6" x9”Blue Injection-Molded Polymica Cone Woofer * 80 0z. Magnet Structure

* Specially Treated Rubber Edge Suspension * 400 Watts Max Power

* 1" High Temperature Aluminum Voice Coll *  Sensitivity: 91 dB

* 2.5” Polymide Midrange and 28mm PEI * Impedance: 4 Ohms
Dome Tweete *  Mounting Depth: 3.3”

* Frequency Response: 35Hz-22KHz

LS53K 5.25” 240 WATT MID-BASS SPEAKERS

» 5.25 Blue Injection-Molded Polymica Cone Woofer » Sensitivity: 88 dB

» Specially Treated Rubber Edge Suspension * Frequency Response: 60Hz-6KHz
* 30 oz. Magnet Structure * Impedance: 4 Ohms

* 1" High Temperature Aluminum Voice Coil *  Mounting Depth: 1.75”

240 Watts Max Power

SPEAKERS
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LS654RD 6.5 300 WATT TWO-WAY SPEAKERS

* 6.5" Bright Red Chrome Plated Injection Cone « 150 Watts RMS / 300 Watts Peak

* Non-Fatiguing Butyl Rubber Surround » Impedance: 4 Ohm

+ 1" High Temperature ASV Voice Coll «  Sensitivity: 91 dB

+ Standard 6.5” Size Fits OEM Locations «  Frequency Response: 65Hz - 20Khz

* 40 oz Magnet Structure * Includes Grills, Wires And Mounting Hardware
+ 1/2” Neodymium Film Dome Tweeter *  Mounting Depth: 2.625”

LT18 3.25 300 WATT ALUMINUM DIE CAST SUPER TITANIUM TWEETERS

*  3.25” Aluminum Bullet Horn w/1” Super Tweeter » 1” High Temperature Kapton Voice Coll
* Frequency Response: 2K-25KHz «  Ferro Fluid Enhanced

* 20 oz. Magnet Structure + Impedance: 4/8 Ohm

* High Efficiency Titanium Diaphragm +  SPL: 96dB

+ 300 Watts Rated Power *  Mounting Depth: 1-9/16”

LT20N 2’ 120 WATT SiLK DOME THREE-WAY MOUNTING SATELLITE TWEETERS

2" Satellite Tweeter + 17 High Temperature Aluminum Voice Coil

High Power Neodymium Magnet +  Ferro Fluid Cooling of Voice Coil

1” Treated Authentic Silk Soft Dome » Frequency Response: 2K-20Khz

Surface Mountable Flat Or Angled « Impedance: 4 Ohm/ SPL: 90dB @ 1W/1M

Wire Mesh Grill Protects Soft Dome +  Power Handling: 60 Watts RMS 120 Watts Peak

LT22 .5 50 WATT THREE-WAY MOUNTING NEODYMIUM TWEETERS

.5” Mylar Dome » 12dB Crossover Network

High Density Neodymium Magnet «  Frequency Response: 1.3 - 22kHz
Tri-Way Mounting System: Flush, Surface or Swivel «  SPL:92dB @ 1W/1M

Ferro Fluid Cooling * Power Handling: 50 Watts

LN60 HiGH LEVEL To RCA ADAPTOR

»  Converts High Level Speaker Output to RCA +  Allows the Easy Installation of EQ’s

* Line Level/Adjustable Level Control &Amplifiers toSystems with No RCA Outputs
» Sleek Black Color

LN71 12 AMP NOISE SUPPRESSOR

+ Easily Installed * Reduces & Eliminates Engine Interference
* Rated up to 12 Amps +  Compatible w/Receiver, Equalizers & Amplifiers

LN77 35 AMP NOISE SUPPRESSOR

* 35 Amp Transistorized Noise Suppressor « Reduces and Eliminates Ignition/Alternator Noise
*  Operating Bandwidth: 500Hz-10kHz « Transparent Housing

* Easily Installed * Compatible w/Receivers, CB’s, Equalizers,Amplifiers

SPEAKERS AND MIDRANGES
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LM57 5 120 WATT CARBON INJECTED MIDRANGE SPEAKERS

* 5”Round Frame * Impedance: 4 Ohm

» Sealed Basket Design For Use In Multi Speaker * 60 Watts RMS Power Handling 120 Watts Peak
Cabinets Eliminating The Need For Separate * Frequency Response: 500Hz-10Khz
Midrange Compartments * SPL:90dB @ 1W/1M

» Carbon Injected Polypropylene Cone *  Mounting Depth: 1.88”

* 15 oz. Magnet With 30 oz. Magnet Structure

LPW899 28” 800 WATT PREDATOR SERIES SUBWOOFER

» Orange Injected Polypropylene Cone * 400 Watts RMS/800 Watts Peak
» Specially Treated Black Foam Edge Suspension + SPL@ 1W/1M: 84dB

»  Silver Plated Terminal * Overall Diameter: 7.76"

* Rubber Magnet Boot for Better Protection *  Mounting Depth: 3.54”

+ 1.5" High Temperature Kapton Voice Coil * Magnet Weight: 70 oz.

* 4 Ohm Impedance

LPW1099 10 1000 WATT PREDATOR SERIES SUBWOOFER

+ Orange Injected Polypropylene Cone + 500 Watts RMS/1000 Watts Peak
+ Specially Treated Black Foam Edge Suspension *+  SPL @ 1W/1M: 85dB

« Silver Plated Terminal *  Overall Diameter: 9.61"

* Rubber Magnet Boot for Better Protection *  Mounting Depth: 4.33”

+ 2" High Temperature Kapton Voice Coll * Magnet Weight: 80 oz.

* 4 Ohm Impedance

LPW1299 12 1200 WATT PREDATOR SERIES SUBWOOFER

» Orange Injected Polypropylene Cone * 600 Watts RMS/1200 Watts Peak
* Specially Treated Black Foam Edge Suspension + SPL @ 1W/1M: 85dB

» Silver Plated Terminal * Overall Diameter: 11.57”

* Rubber Magnet Boot for Better Protection *  Mounting Depth: 4.96”

» 2" High Temperature Kapton Voice Coil *  Magnet Weight: 100 oz.

* 4 Ohm Impedance

LPW1599 15 1400 WATT PREDATOR SERIES SUBWOOFER

+ Orange Injected Polypropylene Cone + 700 Watts RMS/1400 Watts Peak
+ Specially Treated Black Foam Edge Suspension +  SPL @ 1W/1M: 86dB

+ Silver Plated Terminal * Overall Diameter: 14.57"

* Rubber Magnet Boot for Better Protection *  Mounting Depth: 5.87"

+ 2.5” High Temperature Kapton Voice Coil * Magnet Weight: 120 oz.

* 4 Ohm Impedance

LSW107 10”7 1200 WATT LEGACY STEEL SERIES WOOFER

+  Chrome Injection Molded Cone + Embossed Diamond Plate Dust Cap

+ Specially Treated Rubber Edge Suspension + Allen Key Connection Terminals

+ Chrome Steel Basket + High Temperature Dual Kapton Voice Coil
+ Bumped Vented Pole Piece * 4 Ohm Impedance

Custom Designed Magnet Boot

WOOFERS



LSWI127 127 2000 WATT LEGACY

« Chrome Injection Molded Cone .
« Specially Treated Rubber Edge Suspension .
* Chrome Steel Basket .
« Bumped Vented Pole Piece .

« Custom Designed Magnet Boot

LSWI157

* Chrome Injection Molded Cone .
*  Specially Treated Rubber Edge Suspension .
* Chrome Steel Basket .
* Bumped Vented Pole Piece .

* Custom Designed Magnet Boot

Lwi10270 107
« 10" High Performance Woofer .
* Sapphire Blue Chrome Plated Injection Cone .
*  Butyl Rubber Surround .
» Chrome Plated Back Plates .
* Bumped and Vented Yoke .
« 2" High Temperature Kapton Voice Coil .
LwWi12270 127
High Performance Woofer .
Sapphire Blue Chrome Plated Injection Cone .
Butyl Rubber Surround .
Chrome Plated Back Plates .
Bumped and Vented Yoke .
2" High Temperature Kapton Voice Coil .
LW1049 10”7 1000 WATTLEGACY RED
* Red Injection Molded Cone .
« Specially Treated Rubber Edge Suspension .
« Chrome Steel Basket .
« Bumped Vented Pole Piece .
« Flat Progressive Spider .
*  Wave-Like Rubber Gasket .

2" High Temperature Dual Kapton Voice Coil

LEGACY 2010

STEEL SERIES WOOFER

Embossed Diamond Plate Dust Cap
Allen Key Connection Terminals

High Temperature Dual Kapton Voice Coil
4 Ohm Impedance

15” 4000 WATT LEGACY STEEL SERIES WOOFER

Embossed Diamond Plate Dust Cap
Allen Key Connection Terminals

High Temperature Dual Kapton Voice Coil
4 Ohm Impedance

800 WATT BLUE DIAMOND SUBWOOFER

80 oz. Magnet

400W RMS/800W Peak

Frequency Response: 35 Hz-2 KHz
SPL (1W/1M): 88dB

4 Ohm Impedance

Mounting Depth: 5”

1000 WATT BLUE DIAMOND SUBWOOFER

100 oz. Magnet

500W RMS/1000W Peak
Frequency Response: 26Hz-2KHz
SPL (1W/1M): 89dB

4 Ohm Impedance

Mounting Depth: 5.625”

SERIES SUBWOOFER

4 Ohm Impedance

500 Watts RMS/1000 Watts Peak
SPL @ 1W/1M: 83.5dB

Overall Diameter: 10.16”
Mounting Depth: 6.20”

Magnet Weight: 70 + 70 oz.



COMPLETEPRODUCTCATALDOG

LW1249 12 1200 WATTLEGACY RED SERIES SUBWOOFER

* Red Injection Molded Cone * 4 Ohm Impedance

* Specially Treated Rubber Edge Suspension * 600 Watts RMS/1200 Watts Peak
*  Chrome Steel Basket «  SPL@ 1W/1M: 85dB

*  Bumped Vented Pole Piece * Overall Diameter: 12.20”

* Flat Progressive Spider *  Mounting Depth: 6.52”

*  Wave-Like Rubber Gasket * Magnet Weight: 90 + 90 oz.

* 2" High Temperature Dual Kapton Voice Coil

LW1549 15”7 1500 WATTLEGACY RED SERIES SUBWOOFER

* Red Injection Molded Cone * 2.5” High Temperature Dual Kapton Voice Coil
* Specially Treated Rubber Edge Suspension * 4 Ohm Impedance

+ Chrome Steel Basket * 750 Watts RMS/1500 Watts Peak

* Bumped Vented Pole Piece *  SPL@ 1W/1M: 86dB

* Flat Progressive Spider *  Magnet Weight: 120 oz.

* Wave-Like Rubber Gasket

LWF8X 8’ 300 WATT LEGACY LV’ SERIES WOOFERS

*  Brown Injected Polypropylene Cone * 150 Watts RMS/300 Watts Peak
» Specially Treated Black Rubber Edge Suspension + SPL @ 1W/1M: 88.6dB

*  Bumped & Vented Motor Structure * Overall Diameter: 7.28"

* 1.5” High Temperature Kapton Voice Coil *  Mounting Depth: 3.31”

* Heavy Magnet Structure *  Magnet Weight: 50 oz.

* 4 Ohm Impedance

LWF 10X 10 400 WATT LEGACY ‘L’ SERIES WOOFERS

*  Brown Injected Polypropylene Cone * 200 Watts RMS/400 Watts Peak
» Specially Treated Black Rubber Edge Suspension +  SPL @ 1W/1M: 89.6dB

*  Bumped & Vented Motor Structure * Overall Diameter: 9.17"

* 1.5” High Temperature Kapton Voice Coil *  Mounting Depth: 4.17”

* Heavy Magnet Structure * Magnet Weight: 70 oz.

* 4 Ohm Impedance

LWF 12X 127 500 WATT LEGACY ‘L’ SERIES WOOFERS

*  Brown Injected Polypropylene Cone » 250 Watts RMS/500 Watts Peak

« Specially Treated Black Rubber Edge Suspension *  SPL @ 1W/1M: 89.0dB

*  Bumped & Vented Motor Structure * Overall Diameter: 10.83”

* 1.5” High Temperature Kapton Voice Coil *  Mounting Depth: 4.92” LEGACY
* Heavy Magnet Structure * Magnet Weight: 80 oz.

* 4 Ohm Impedance

LWFX107 10” 600 WATT LEGACY ‘L’ SERIES SUBWOOFER

*  Brown Injected Polypropylene Cone * 300 Watts RMS/600 Watts Peak
* Specially Treated Wide Rubber Edge Suspension *  SPL@ 1W/1M: 94.4dB

*  Bumped & Vented Motor Structure * Overall Diameter: 9.96”

* 1.5” High Temperature Kapton Voice Coil *  Mounting Depth: 4.17”

* Heavy Magnet Structure *  Magnet Weight: 70 oz.

4 Ohm Impedance



LEGACY 2010

LWFX127 12 800 WATT LEGACY ‘L’ SERIES SUBWOOFER

«  Brown Injected Polypropylene Cone « 400 Watts RMS/800 Watts Peak
* Specially Treated Wide Rubber Edge Suspension « SPL@ 1W/1M: 95.5dB

*  Bumped & Vented Motor Structure « Overall Diameter: 11.93”

* 2" High Temperature Kapton Voice Coil «  Mounting Depth: 4.80”

* Heavy Magnet Structure * Magnet Weight: 80 oz.

¢ 4 Ohm Impedance

LWE857D 8 800 WATT LEGACY RED SERIES SUBWOOFER

* Red Aluminum Cone * 400 Watts RMS/800 Watts Peak
« Specially Treated Rubber Edge Suspension « SPL@ 1W/1M: 89dB

*  Bumped & Vented Motor Structure « Overall Diameter: 8.27"

« High Temperature Dual 2" Kapton Voice Coil *  Mounting Depth: 4.61”

« Double Magnet Structure * Magnet Weight: 50 + 50 oz.

¢ 4 Ohm Impedance

LW1057D 10” 1000 WATT LEGACY RED SERIES SUBWOOFER

* Red Aluminum Cone * 500 Watts RMS/1000 Watts Peak
« Specially Treated Rubber Edge Suspension « SPL@ 1W/1M: 90dB

*  Bumped & Vented Motor Structure «  Overall Diameter: 10.08”

* High Temperature Dual 2" Kapton Voice Coil *  Mounting Depth: 5.35”

« Double Magnet Structure * Magnet Weight: 60 + 60 oz.

¢ 4 Ohm Impedance

LW1257D 12 1200 WATT LEGACY RED SERIES SUBWOOFER

Red Aluminum Cone * 600 Watts RMS/1200 Watts Peak
Specially Treated Rubber Edge Suspension « SPL@ 1W/1M: 92dB

Bumped & Vented Motor Structure * Overall Diameter: 12.17”

High Temperature Dual 2.5” Kapton Voice Coil *  Mounting Depth: 5.91”

Double Magnet Structure * Magnet Weight: 60 + 60 oz.

4 Ohm Impedance

LW1557D 15 1400 WATT LEGACY RED SERIES SUBWOOFER

Red Aluminum Cone * 700 Watts RMS/1400 Watts Peak
Specially Treated Rubber Edge Suspension « SPL@ 1W/1M: 92dB

Bumped & Vented Motor Structure «  Overall Diameter: 15.16”

High Temperature Dual 2.5” Kapton Voice Coil *  Mounting Depth: 7.13”

Double Magnet Structure * Magnet Weight: 80 + 80 oz.

4 Ohm Impedance



LW12590

LW15590

LBF107 bpDuaL 107

LBF127 bpbuaL 12”7

LBP21

LBP22 pDuaL 127

LBPS 10 bpDuaL 107

LBPS 12 bpuaL 127

High Performance Woofer

Red Chrome Plated Injection Cone
Non-Fatiguing Butyl Rubber Surround
Chrome Plated Back Plates

Dual Magnet Structure

Dual 2” High Temperature Kapton Voice Coll
Bumped and Vented Yoke

High Performance Woofer

Red Chrome Plated Injection Cone
Non-Fatiguing Butyl Rubber Surround
Chrome Plated Back Plates

Dual Magnet Structure

Dual 2” High Temperature Kapton Voice Coll
Bumped and Vented Yoke

1000 WATT

High Power 4 Ohm Subwoofers

Brown Injected Polypropylene Cone

Specially Treated Black Rubber Edge Suspension
Bumped & Vented Motor Structure

High Temperature Kapton Voice Coil

Bandpass Alignment for Extra Deep Bass

1200 WATT

High Power 4 Ohm Subwoofers

Brown Injected Polypropylene Cone

Specially Treated Black Rubber Edge Suspension
Bumped & Vented Motor Structure

High Temperature Kapton Voice Coil

Bandpass Alignment for Extra Deep Bass

DuaL 1077

High Power 4 Ohm Subwoofers

Red Polypropylene Cone

Specially Treated Black Rubber Edge Suspension
Blue Neon Lights

2" Aluminum Voice Coil

High Power 4 Ohm Subwoofers

Red Polypropylene Cone

Specially Treated Black Rubber Edge Suspension
Blue Neon Lights

2" Aluminum Voice Coil

1000 WATT

High Power 4 Ohm Subwoofers

Red Polypropylene Cone

Specially Treated Black Rubber Edge Suspension
Red Neon Lights

2” Aluminum Voice Coil

Frequency Response: 35 Hz-1 kHz

1200 WATT

High Power 4 Ohm Subwoofers
Red Polypropylene Cone
Specially Treated Black Rubber Edge Suspension
Red Neon Lights

2" Aluminum Voice Coil

Frequency Response: 35 Hz-1 kHz

BANDPASS ANDSUBWOOFER SYSTEMNMS

COMPLETEPRODUCTCATALDOG

1277 2000 WATT DVC LEGACY RED SERIES SUBWOOFER

4 Ohm Impedance Per Coil

1000 Watts RMS/2000 Watts Peak
SPL @ 1W/1M: 88dB

Frequency Response: 30Hz-1.5KHz
Mounting Depth: 5”

Magnet Weight: 100 + 100 oz.

15’7 2400 WATT DVC LEGACY RED SERIES SUBWOOFER

4 Ohm Impedance Per Coil

1200 Watts RMS/2400 Watts Peak
SPL @ 1W/1M: 89dB

Frequency Response: 25Hz-1KHz
Mounting Depth: 6 3/8”

Magnet Weight: 100 + 100 oz.

BANDPASS SUBWOOFER SYSTEM

Plexiglass Front Window

Frequncy Response: 32Hz-1k Hz
1000 Watts Peak Power Handling

2 Tuned Ports

Dimensions: 28.5"W X 14"H X 16"D

BANDPASS SUBWOOFER SYSTEM

BANDPASS SYSTEM W/NEON WOOFE

BANDPASS SYSTEM W/NEON WOOFER LIGHTS

Plexiglass Front Window

Frequncy Response: 32Hz-1k Hz
1200 Watts Peak Power Handling

4 Tuned Ports

Dimensions: 31.3"W X 15.2"H X 16"D

1000 WATT BANDPASS SYSTEM W/LED LIGHT ACCENTS

Frequency Response: 35 Hz-1 kHz
Plexiglass Front Window

1000 Watts Peak Power Handling

4 Tuned Ports

Dimensions: 31.8"W X 14.8"H X 14.6"D

1200 WATT BANDPASS SYSTEM W/LED LIGHT ACCENTS

Frequency Response: 35 Hz-1 kHz
Plexiglass Front Window

1200 Watts Peak Power Handling

4 Tuned Ports

Dimensions: 34.8"W X 16.2"H X 15.4"D

Plexiglass Front Window

Bandpass Alignment For Extra Deep Bass
1000 Watts Peak Power Handling

2 Tuned Ports

Dimensions: 25.5”"W X 13"H X 14"D

Plexiglass Front Window

Bandpass Alignment For Extra Deep Bass
1200 Watts Peak Power Handling

4 Tuned Ports

Dimensions: 29.5"W X 15.5”"H X 15.5"D

R LIGHTS
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